
Automotive Refinishing Technician

1. What tool is used to shape partially cured body filler?

A metal file B cheese grader

C long block D air file

2. A lower rail on a unibody vehicle is cracked at the lower control arm/ crossmember mount.
The rail should be repaired by:

A replacing the lower unibody rail. B V-grooving the cracked area and stitch
welding.

C drilling holes at the end of the cracks,
then welding

D reinforcing the cracked area with a
steel plate, then welding.

3. WHMIS provides information to workers about hazardous materials through which of the
following method(s)?

A Safety Data Sheets B Supplier and workplace labels

C Worker education and training D All of these

4. Which type of damage is LEAST likely to occur on a unibody vehicle?

A Diamond B Twist

C Sidesway D Sag

5. The state of charge of a sealed battery is to be estimated based on its open circuit voltage.
A full-charged battery that has been standing for a few hours will have an open-circuit
voltage of at least?

A 11.5 volts. B 12.6 volts.

C 9.6 volts. D 12.2 volts.

6. All of the following are acronyms commonly heard in a collision repair center EXCEPT:

A CV B SRS

C DVOM D VOT

TradesExamHub.ca page 1

Sample Questions

Tra
de

sE
xa

m
Hub

.ca



Automotive Refinishing Technician
7. These contain vehicle identification information, the price of new parts, the time needed to

install parts, refinishing or painting data, and other information.

A estimator B manual estimating

C crash estimating books D computer estimating

8. Technician A says that factory spot welds are easily found. Technician B says that weld-
through primer is always used when welding on a replacement panel. Who is correct?

A Technician A only B Technician B only

C Both D Neither

9. Technician A says cast aluminum parts are formed in a mold. Technician B says extruded
parts may have multiple cells in the center of them. Who is correct?

A Technician A only B Both

C Technician B only D Neither

10. This is also called a damage report or appraisal. It calculates the cost of parts, materials,
and labor for repairing a collision damaged vehicle.

A priming B estimator

C estimating D estimate

11. Technician A says that fire extinguishers come graded as A, B, C, and D. Technician B says
that a C grade fire extinguisher is for putting out normal combustibles like paper. Who is
correct?

A Both B Technician B only

C Neither D Technician A only

12. Technician A says seam sealers should be applied over bare metal surfaces. Technician B
says aluminum creates a self-protecting anti-corrosion coating as it ages. Who is correct?

A Neither B Both

C Technician B only D Technician A only
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Automotive Refinishing Technician
13. This involves using a water-resistant, ultra fine sandpaper and water to level and smooth

the paint.

A sanding B compounding

C detailing D wet sanding

14. Technician A says that collision repair guides give instructions, safety warnings, and
technical illustrations for the make and model of vehicle being worked on. Technician B
says that refinishing guides explain paint codes, types of paints, how to apply paints, buff
paints, and other paint-related information. Who is correct?

A Both B Technician B

C Neither D Technician A

15. Tech A states that a full face shield and safety glasses should be worn when grinding. Tech
B states that the edges of a body hammer should be chamfered. Who is correct?

A Neither B B

C Both D A

16. After high-strength steel is heated, it should be cooled by:

A wiping it with oil. B air hosing it.

C letting it cool naturally. D spraying it with cold water.

17. Which of the following statements concerning replacement at factory seams is incorrect?

A All B Replacing panels at factory seams is
common in unibody repair.

C Damaged rails and panels should not
be returned to
factory specifications until after they
have been removed from the vehicle.

D It is easy to destroy more of the
factory welds than is
necessary when doing the job

18. Technician A says the shop that generates hazardous waste is responsible for it from
"cradle to grave" and beyond. Technician B says the shop is responsible for hazardous
waste until it is picked up by the waste hauler. Who is correct?

A Technician B only B Both

C Neither D Technician A only
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Automotive Refinishing Technician
19. Technician A says that factory service manuals normally have a body repair section that

explains and illustrates how body parts are serviced. Technician B disagrees. Who is
correct?

A Technician B B Neither

C Technician A D Both

20. When repairing a conventional frame vehicle, which of the following should be checked?

A correct dimensions of the door
opening

B changes to frame and body
dimensions

C excessive metal shrinkage D accidental glass damage

21. Estimator A says that some vehicles use High Strength Steel (HSS) outer body panels.
Estimator B says that damaged High Strength Steel (HSS) cannot be repaired.
Who is right?

A Both B Neither

C A D B

22. Technician A says that a technician may use a combination of welds and adhesive bonding
when replacing a quarter panel. Technician B says that before a quarter panel is replaced it
should be measured for length, width, and height. Who is correct?

A Technician B only B Technician A only

C Both D Neither

23. When working with a piece of hydraulic equipment that will not extend all the way,
Technician A says a likely problem is low hydraulic fluid. Technician B says a likely
problem is dirt in the check valve. Who is correct?

A Neither B Both

C Technician A D Technician B

24. Careful cleaning and sanding of surfaces to be painted ensures that the repairs and new
paint will hold up over time.

A surface inspection B minor repairs

C corrosion protection D surface preparation
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Automotive Refinishing Technician
25. When an electrical tool has a third prong on its power cord what does this mean?

A externally grounded. B will be able to handle more of an
electrical load.

C internally grounded. D usually has its own overload reset
device.

26. Technician A says that the main function of the gun nozzle is to provide gas protection.
Technician B says that if the insulation in the gun nozzle area is bypassed, the current will
ignite the inert shielding gas. Who is correct?

A Technician B B Both

C Neither D Technician A

27. What are the basic reasons for tinting?

A To make a color for which there is no
formula or for which there are no
paint codes available

B To adjust color variations in shades
to match the color from the
manufacturer

C All of these D To adjust color on an aged or
weathered finish

28. When using a fire extinguisher to extinguish a fire, it should be?

A pointed at the top of the flames B moved up and down to cool the flame

C held within 6 inches of the flame D pointed at the base of the fire

29. Sheet metal repair allowances can be found in:

A The crash manual. B None of these

C A frame sheet. D The OEM manual.

30. A CSA standard would be most similar to which of the following?

A guidelines B enforcements

C regulations D acts

31. What must be done when using a hoist to raise a vehicle with an air suspension?

A Disconnect the height sensor B Disconnect the radius rods

C Disable the air suspension system D Activate the air suspension system
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